
with manual diverter





Principal function 2-way dedicated diveter
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The distance between back of the valve to the finished tile surface 

Finished tile should be between Min & Max.

If valve is installed too deep into the wall, 

In2aqua Thermostatic Valves come with a gray pre-assembled
mud-guard box. This box is not to be removed or discarded.
Its purpose is to guide the installation professional on the 
proper cut-out dimensions of the drywall.

should be between 68mm (2-11/16") and 83mm (3-9/32").

extension kits are requested.

1/2"-14NPT x 3 outlets

3/4"-14NPT
x 2 outlets



Unscrew the plastic caps counter-clockwise, 
don’t pry off.

Install the valve so that the outside surface of the finished wall 
falls between the "min" and "max" markings. 

Make sure rough is level vertically and horizontally to planned finished wall. 
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***Minimum installing depth: 68mm / 2 11/16" 

***Maximum installing depth: 83mm / 3 9/32" 
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Top port is not for use. 
Please seal and plug.

X



USING THE SUPPLY STOPS

 
Turn Clock-wise 5 times to stop water flow.

8 FLUSHING THE VALVE

In order to clear dirt in the lines - 

you must flush the valve before the 

wall is closed and water is turned on 

for the first time.

1) Remove the 2 supply stops by 

turning with a spanner

2) Remove thermostatic cartridge 

by turning with a spanner

3) Turn on water supply and let 

water flow removing any dirt in the 

lines.

Caution: Please make sure 
water is off and drained 
before removing the 
thermostatic cartridge. 
Use a flathead screwdriver 
to turn off stops. Turn stop 
slit clockwise till audible 
click to stop water flow.  
Turn stops counter 
clockwise to original position
to allow water flow to resume. 

Caution: It is important to completely shut off water flow to valve 
and to drain the supply lines before servicing the filter located 
on these stops! The Neoperl water stops are protected by 
an additional filter.  If cleaning the thermostatic filter is 
not enough to enhance water & temperature performance, 
then these stops should also be serviced. 
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Seal wall around mud guard 
before finishing wall
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